[l FLY RIG INPUT/OUTPUT LIST

P
harlo 5

e 1-Lead Vocals Janell - Lead Vocals
e 2 - Backing Vocals 1 Chandler - Lead Guitar/Backing Vocals
3 - Backing Vocals 2 Riley - Rhythm Guitar

e 4 - Synth Robert - Bass

¢ 5 - Drum Pad/Trigger Gary - Drums

* 6 - Guitar 1 (Optionaly) KT - Synths/Backing Vocals
». g i i

- Guitar 2 (Optionaly)
* 8 - Bass (Optionaly)

Y Y

- - + - Band can either use two (2) guitar amplifiers and one (1) bass
Shure Sennheiser _ Shure amplifier or can go directly into the PA if no (or only some amplifiers) are
PSM300 Wireless Mic Wireless Mics Combo available.

Inputs 1 through 5 are required. All three vocal mics are wireless mics
v provided by the band. Each mic signal is individually effected with

L — reverb and delay.
Mic Digi
Mechanic Tech Band requires 3 microphone stands (2 boom and 1 straight) and a

single keyboard stand.

Power requirements:

1 - Stage Left - 3 Plugs
2 - Stage Right - 2 Plugs
3 - Drums - 1 Plug
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Out 1-8 to FOH
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